1% FEATURES :
*6x30mm HZ AET - ELBEEHY 17
- Glass Tube, PSE Class B Normal Blow Type
R | 61NR / 62NR: M4 1 7 (ZiE%HF) Fast-Acting (Normal Blow)
iy ey, 61ST/625T : Z v 2 a2 ¥ -7 7 Medium Time-Lag Type
- : * RoHS & RoHS-Compliant Products
Q #48 & B APPROVALS :
: * METI (PSE) 732 [1A-15A 125V/250V]
* KC (Korea Certificate) 52 E =205k
[61NR / 62NR: 100mA-15A 250V]
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+4#k SPECIFICATIONS :
L e BifE RRIEfE (VAC) L & EE EHE(E (vAC)
Product Code Product Code Ampere Voltage Rating Product Code Product Code  Ampere Rating Voltage Rating
61NR / 62NR 615T /625T Rating H/L 61NR / 62NR 61ST / 62ST H/L
61N / 62NR 0250H/L  61ST / 62ST 0250H/L 250mA 250V / 125V 61NR/62NR O16H/L | 61ST/62ST 016H/L 1.6 A 250V / 125V
61NA / 62NR 0300H/L | 61ST / 62ST 0300H/L 300mA 250V / 125V 61NR/ 62NR 020H/L | 61ST/62ST 020H/L 2A 250V / 125V
61NA / 62NR 0315H/L | 61ST / 625T 0315H/L 315mA 250V / 125V 61NR / B2NR 025H/L | 61ST / 62ST 025H/L 25 A 250\ / 125V
E1NA / 62NR 0350H/L | 61ST / 62ST 0350H/L 350mA 250V / 125V 61NR/62NA 030H/L | 61ST/62ST 030H/L | 3A 250V / 125V
61NR / 62NR 0375H/L | 61ST / 62ST 0375H/L 375mA 250V / 125V 61NR/62NR 032H/L | 61ST/ 62ST 032ZH/L 315 A 250V / 125V
G1NR / 62NR 0400H/L | 61ST / 62ST 0400H/L 400mA 250V / 125V G1NR/ 62NRA 035H/L  61ST/ 62ST 035H/L 35 A 250V / 125V
61NR / 62NR 0500H/L  61ST /625T 0500H/L 500mA 250V / 125V 61MR / 62NRA 040H/L | B1ST/625T 040H/L | 4A 250V / 125V
B1NA / 62NR 0600H/L  61ST / 62ST 0B00H/L 600mA 250V / 125V 61NR / 62NA 050H/L | 61ST/ 62ST 050H/L 5A 250V / 125V
61N / 62NR 0630H/L | 61ST / 62ST 0530H/L 630mA 250V / 125V 61NR/ 62NR 060H/L | E1ST/ 62ST 0BOH/L 6A 250V / 125V
61NA / 62NR 0700H/L 18T / 62ST 0700H/L 700mA 250V / 125V 61NR/62NA 083H/L | 61ST/62ST 0B3H/L | 6.3 A 250V / 125V
E1NA / 62NR 0750H/L | 61ST / 62ST 0750H/L 750mA 250V / 125V 61NR /62NRA 070H/L | 61ST/62ST O7OH/L | 7A 250V / 125V
61N / 62NR 0800H/L | 61ST / 62ST 0BOOH/L BOOMA 250V / 125V 61MR / 62NA 080H/L | 61ST/ 62ST 0BOH/L BA 250V / 125V
G1NR / 62NR 010H/L | 61ST/62ST 010H/L 1 A 250V / 125V 61NR / 62NR 090H/L  61ST/62ST 090H/L 9A 250V / 125V
61NR / 62NR 012H/L | 61ST/62ST 012H/L 1.2 A 250V / 125V 61NR/B2NR 100H/L | 61ST/B2ST 100H/L 10 A 250V / 125V
B1NA / 62NR 013H/L | 61ST/B2ST 013H/L 1.25 A 250V / 125V 61NR/62NRA 120H/L | 61ST/ 625T 120H/L 12 A 250V / 125V
61NR / 62NR 015H/L | 61ST/ 62ST 015H/L 1.5 A 250V / 125V 61NR/B2NRA 150H/L | 61ST/ 62ST 150H/L 15 A 250V / 125V
* ETEEE Voltage Rating @ H - 250VAC / L - 125VAC
* EETERE Interrupting Rating © 100A 125VAC (61NR/G1ST : 1-154)
(B%= PSE) 500A 125VAC (62NR/B2ST : 1-15A)
100A 250VAC (61NR/B1ST : 1-15A)
100A 250VAC (62NR/62ST : 1-15A)
(FE Ko) 100A 250VAC (61NR/G2ZNR : 100mA-15A)

3



